Rhenium is unusual among the refractory metals for having no ductile-to-brittle transition temperature as well as retaining much of its strength throughout the full range of operating temperatures [1, 2] . Like all hexagonal close packed (HCP) metals, Re relies heavily on twinning in order to accommodate deformation, due to the lack of sufficient active slip planes for isotropic deformation. Previous work has shown the dominant twin mode in Re to be the {11-21} <11-26> type twin, with the {11-22} <11-23> and the {10-12} <10-11> twin modes seen secondarily [3, 4, 5] . The active slip planes most seen during macroscopic deformation were {0001} and {10-11}, with slip occurring secondarily on {10-11} planes. While studies have been conducted using advanced electron microscopy techniques to better understand the interactions of twinning during deformation, the behavior of dislocations during deformation has yet to be fully characterized.
Rhenium is unusual among the refractory metals for having no ductile-to-brittle transition temperature as well as retaining much of its strength throughout the full range of operating temperatures [1, 2] . Like all hexagonal close packed (HCP) metals, Re relies heavily on twinning in order to accommodate deformation, due to the lack of sufficient active slip planes for isotropic deformation. Previous work has shown the dominant twin mode in Re to be the {11-21} <11-26> type twin, with the {11-22} <11-23> and the {10-12} <10-11> twin modes seen secondarily [3, 4, 5] . The active slip planes most seen during macroscopic deformation were {0001} and {10-11}, with slip occurring secondarily on {10-11} planes. While studies have been conducted using advanced electron microscopy techniques to better understand the interactions of twinning during deformation, the behavior of dislocations during deformation has yet to be fully characterized.
The goal of this work is to determine the fundamental deformation behavior of dislocations and twins in rhenium using both post mortem analysis and in-situ TEM techniques. The character of dislocations in rhenium is yet unknown, and underlying reasons for its excellent high temperature mechanical properties will be investigated using in-situ TEM tensile testing at high temperatures. As twinning has been shown to be the dominant deformation mechanism, any determination of unique twin-dislocation interactions in rhenium are important in order gain a full understanding of this unusual system.
In-situ straining was performed on a JOEL 3010 using a Gatan tensile heating-straining holder. Poststraining characterization of dislocations active during testing, seen in Figure 1 , show that the dislocations are of screw type lying on the {10-10} planes (determined from slip traces) with burgers vectors of <11-20>. Dislocations were shown to be active on all of the prism planes and readily able to accommodate the applied stain. Movies made of the dislocation motion show that in general the movement of dislocations is relatively "jerky", akin to prism slip in titanium. [6] After the initial straining and determination of dislocation character in each sample, the samples were heated to 920 °C and strained further. The behavior of dislocations did not change with the increased temperature. As the melting temperature of rhenium is 3180 °C, this elevated operating temperature does not quite reach one third of its melting temperature. The "jerky" motion of dislocations remained consistent at high temperatures.
It has been shown that dislocations in rhenium are predominantly <a> type <11-20> dislocations acting on the prism planes, with the deformation behavior of rhenium being unaffected by temperatures up to 920 °C. Further work will examine Re samples deformed ex-situ to different amounts of strain and characterized using TEM and EBSD to determine the relative behavior of dislocation plasticity and twinning in this interesting system [7] . 
